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Question 1







Review the exhibit.

Cell A has neighbor relations with cells B and C which share the same frequency and PCI. Cells B and C do not share any overlapping area.
Referring to the exhibit which statement is correct?

	


A.Handover performance of cell A is affected.


	


B.There is no degraded performance expected in any of the cells.


	


C.Handover performance of cell C is affected.


	


D.Handover performance of cell B is affected.





Correct Answer: A

















Question 2







Which two statements are true about the Antenna Integrated Radio (AIR)? (Choose two.)

	


A.The AIR is a hardware unit that integrates the radio and the antenna.


	


B.The AIR replaces the digital/baseband unit.


	


C.The AIR in an LTE system is directly connected with the MME using the SI interface.


	


D.The AIR can replace the standard RU/RRU and antenna.





Correct Answer: A,D

















Question 3







Which statement is correct about power control on an HS-PDSCH channel?

	


A.Outer loop power control is used.


	


B.Available power and radio conditions impact the HS-PDSCH data rate.


	


C.Available power for the EUL channel impacts the HS-PDSCH data capacity.


	


D.Inner closed loop power control is used.





Correct Answer: B

















Question 4







An LTE operator explains that the traffic in cell A is very high compared to the traffic In cell B, which are close to each other. Cells A and B are using the same frequency.
In this scenario, which two actions would balance the traffic between cell A and cell B? (Choose two.)

	


A.Optimize the idle mode related parameters.


	


B.Activate the inter-frequency load balancing feature.


	


C.Optimize the connected mode mobility parameters.


	


D.Activate the TTI Bundling feature.





Correct Answer: A,C

















Question 5







In LTE, what is the definition of an A2 event?

	


A.The neighbor cell becomes better than the threshold.


	


B.The neighbor cell becomes worse than the threshold.


	


C.The serving cell becomes worse than the threshold.


	


D.The serving ceil becomes better than the threshold.





Correct Answer: C
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